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Comfort

Formed seat

Seating system Formed seat

Technical dimensions 

Seating system Comfort

Standard color 
anthracite 
Item No.: 3037 0052  

Standard color 
black
Item No.: 3037 0235
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Minimum MinimumMaximum Maximum

Upholstery/color card Technical specifications

Lifting column

•	 Lifting height of the seat� 170 mm
(electromotive adjustment via the foot control)

•	 Lifting height of the armrests� 135 mm

•	 Lead-gel battery, 2 pcs.� 12 V, 2.9 A
•	 Universal battery charger:	 Input:	 100 – 240 V
	 Output:	 24 V

Battery unit

Dimensions maximum (L x W x H) incl. armrests

•	 with Comfort seat� 825 x 700 x 1,125 mm
•	 with Formed seat	 825 x 700 x 1,210 mm

Chassis

•	 Castors� ø 100 mm
•	 5th castors� ø 65 mm
•	 Central brake acting on all four castors
•	 Emergency stop button

•	 Min. sitting height	 570 mm |	 565 mm
•	 Max. sitting height	 740 mm |	 735 mm
•	 Seat angle adjustments	 -9°/+3° |	 -11°
•	 Back angle adjustments	 -21°/+2° |	 -25°/+2°

Seating systems:	 Comfort | Formed seat

Weight 71 kg

Max. load 150 kg

Subject to technical modifications.

Mains-free operation

Accumulators

The charger-battery-control unit integrated in the 
drive mechanism permits mains-free operation at 
protective low voltage. Splash-protected charging 
socket on the bottom of the drive mechanism.

„PeriLine“ on page 97

„skai® Tundra“ on page 94

„skai® Pandoria Plus“ on page 95
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